
OP-310

SPECIFICATIONS

SINGLE ENDED BEAM LOAD CELL

Rated Capacity: 100,250,500,750,1K,1.5K,2K,2.5K,4K,5K,10K,15K,20K lb.

Rated Output: 
Non-linearity: 

3.0±0.25%mv/v.
±0.03% F. S .

Hysteresis: ±0.03% F. S .
Non-Repeatability: 0.02% F. S . 
Creep(30min): ±0.02% F.S .
Tempertature effect span: 15PPM/℃ of Applied Load .
Tempertature effect zero:  26PPM/℃ of Applied Load .
Operation Temperature: -10℃-40℃.
Input Impedance: 385±20Ω. 
Output Impedance: 350±3Ω.
Safe overload: 150%F.S .  
Destructive Load: 300%F.S .  
Excitation Recommended: 10~15V AC/DC.
Construction: Alloy Steel/Stainless Steel .

Interchangeable Products
· Artech 30310
· Celtron SQB
· HBM A35
· Revere 5123
· Rice Lake RL35023
· Sensortronics 65023
· Tedea 3411
· Totalcomp TSB
· Coti 23 



DIMENSIONS

 Manufacturer

Optima Scale Manufacturing, Inc.
2313 E. Philadelphia St, #J, Ontario, CA 91761, USA

Ph: 909-923-6759  Fax: 888-502-8997
www.optimascale.com

Capacity
100-750lb
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