
OPH-D 
 

STANDARD FEATURES 

• Large high contract backlit liquid crystal display (LCD) 
• Splash proof keyboard and display 
• Automatic zero-tracking and full range tare 
• Calibration with reference weights 
• Parts counting, percent weighing, and dynamic 

weighing 
• Multiple weighing units: G, Ct, lb, Oz, Ozt, Dwt 
• 1 year limited warranty 

PRODUCT OVERVIEW 

Optima Scale's OPH-D series of balances are designed 
for uncomplicated basic routine weighing in a variety of 
laboratory, industrial and educational applications.  It 
delivers accurate results within seconds, improving 
operator efficiency and productivity, at an extremely 
affordable price.. 

 

 

 

 

 

 

 

 

 

 
 

 

 

 

MANUFACTURER 

Optima Scale Manufacturing, Inc. 

2313 E. Philadelphia St., #H, Ontario CA 91761 USA 

Ph: 909-923-6759               Fax: 888-502-8997 

www.optimascale.com 

SPECIFICATIONS 

CAPACITY 

OPH-D202: 200g x 0.01g 

OPH-D302: 300g x 0.01g 

OPH-D502: 500g x 0.01g 

OPH-D602: 600g x 0.01g 

OPH-D2001: 2000g x 0.1g 

OPH-D3001: 3000g x 0.1g 

OPH-D5001: 5000g x 0.1g 

OPH-D6001: 6000g x 0.1g 

REPEATABILITY 
±0.01g (Cap. 200g to 600g), 

±0.1g (Cap. 2kg to 6kg) 

LINEARITY 
±0.02g (Cap. 200g to 600g), 

±0.2g (Cap. 2kg to 6kg) 

DIMENSION 8” x 11” x 4” 

PAN SIZE 
5” (Diameter) (Cap. 200g to 2kg), 

7.3”x6.5” (Square) (Cap. 3kg to 6kg) 

POWER Input 100V-240VAC (adapter included) 

AMBIENT TEMP 5 – 40°C 

WEIGHT 2.8 lbs (Approx.) 

OPH-D PRECISION ELECTRONIC BALANCE 

[For Model 200g to 2000g] [For Model 3000g to 6000g] 


