
 
 

  

 
Optima Scale Manufacturing Inc. 

2313 E. Philadelphia St. #H, Ontario CA 91761 

Main: 909-923-6759   Fax: 888-502-8997 

www.optimascale.com 

 

STANDARD FEATURES 

• High quality test weights for various application 
• Castings free of cracks, pits and sharp edges 
• NIST Class F 
• Come in various sizes 

PRODUCT OVERVIEW 

Optima OP-450 test weights are high quality test weights for your important application such as scale 
calibration.  The castings are free of cracks, pits and sharp edges.  Optima test weights are accurate and are 
rated NIST Class F.  Come in various sizes. 

 

 

 

    
 

 

 

      

             

 

 

  

 

 

 

SPECIFICATIONS 

MODEL: CAPACITY 

OP-450-5: 5 lb 

OP-450-10: 10 lb 

OP-450-25: 25 lb 

OP-450-50: 50 lb 

OP-450-500: 500 lb 

OP-450-1000: 1,000 lb 

DIMENSION 

(W x L x H) 

OP-450-5: 2.625” x 4” x 3” 

OP-450-10: 3.25” x 5” x 3.875” 

OP-450-25: 4.375” x 6.625” x 4.9375” 

OP-450-50: 5.625” x 7.875” x 6.375” 

OP-450-500: 11.75” x 11.75” x 15.75” 

OP-450-1000: 15.25” x 15.25” x 19” 

MATERIAL Iron 

CLASS NIST CLASS F 

OP-450 TEST WEIGHTS 
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